GRANITE COMPARATOR STANDS

QUALITY, RELIABILITY AND VALUE FOR MONEY
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JAFUJI Granite Comparator stands are made from rigid granite base. They are
free from burrs, pile-ups, rust and deterioration over time. These stands satisfy
all types of precision measuring assignments, including comparative
measurements.

DIAL GAUGE STAND (Granite Base)
1210

Light duty granite dial gauge stand easy for inspection of small components
accurately.

Granite base dial indicator stand has a black granite base. Vertical column and
horizontal arm provides maximum rigidity and convenience of measurement for
the entire indicator assembly.

DGS-2A with F/A

1230

The serrated column has a knurled thumb nut, which permits rapid up and down
movement of indicator bracket assembly and acts as a safety device preventing
accidental dropping of the indicator bracket assembly. Dial indicator setting is
made by turning a fine adjustment knob on the indicator bracket.

Specifications

Code No. Clamping WYEV( Fine Mass Flatness
Stem Working Adjustment Kg
Diameter Height Range
1210 8 mm 180 mm -- 7 3um
1220 8 mm 150 mm -- 14 3um
1230 8 mm 200 mm | Entire Stroke | 10 3um

coarse & fine
adj. of 1 mm

% Dial Gauge is not included
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DIAL INDICATOR, COMPARATOR STANDS

QUALITY, RELIABILITY AND VALUE FOR MONEY

Large Maxi Dial Indicator Granite Dial Gauge Stand
Stand (Granite Base) 1260
1240 & 1250

260 (347)

360(442)

[ 400(w)x300 (D)

1240 1250 1260
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Jofup,

JAFUJI Granite Comparator stands are made from rigid granite base.
They are free from burrs, pile-ups, rust and deterioration over time.
These stands satisfy all types of precision measuring assignments,
including comparative measurements.

DGS-3A
1240/1250

Large Maxi-Dial comparator stands are ruggedly built for in process and
final inspection work of larger components. They are provided in two
different base sizes.

BENCH DIAL COMPARATOR STAND
1260

This bench type granite dial comparator stand is meant for larger
diameter components and has got a serrated column knurled thumb
nut with fine adjustment dial indicator bracket assembly.

Specifications

Code No. Clamping Maxi Fine Mass Flatness
Stem Working Adjustment Kg
Diameter Height Range

1240 8 mm 300 mm -- 14 3um

1250 8 mm 300 mm -- 18 S5um

1260 8 mm 200 mm | Entire Stroke | 35 S5um
coarse & Fine
adj. of 1 mm

% Dial Gauge is not included




