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COMPUTERIZED  PROTRACTOR  WIRELESS
• INTELLIGENT computerized indication system MICS  with colour touchscreen display adaptedto Industry 4.0
• Functions: Go/NoGo, Max/Min, Memory, Statistic, Timer, Formula, mm/inch, Preset, Calibration date, Lock, Math-

ematical & Temperature error compensation, Switch off, Brighness, Rotation, Rechargeable Li-Pol battery
• Wireless data transfer to Windows, Android, iOS applications with distance up to 50 m
• FREE version of software for Windows PC, Android, iOS tablets and smartphones
• 

Item No Range Resolution Accuracy Internal 
memory Base Data output Calibration

min of arc min of arc values mm Wireless ISO17025
151136055 0-360 1 ±5’ 100 150,200,300 max 50 m +

ADJUSTABLE  COMPUTERIZED SPIRIT LEVEL WIRELESS
• 
• INTELLIGENT computerized indication system MICS  with colour touchscreen display adaptedto Industry 4.0
• Functions: Go/NoGo, Max/Min, Memory, Statistic, Timer, Formula, mm/inch, Preset, Calibration date, Lock, Math-

ematical & Temperature error compensation, Switch off, Brighness, Rotation, Rechargeable Li-Pol battery
• Wireless data transfer to Windows, Android, iOS applications with distance up to 50 m
• FREE version of software for Windows PC, Android, iOS tablets and smartphones
• 

VI
DE

O

max 50 m
data transfer distance

Free Software for Windows, Android, iOS

max 50 m
data transfer distance

Free Software for Windows, Android, iOS

Item No Prismatic 
Base Resolution Accuracy Fine 

adjustment Data output Calibration
mm mm mm/m Wireless ISO17025

152315710 165x60 0,0002 ±0,007 + max 50 m +


