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MICRON COMPUTERIZED CALIPER  WIRELESS
• Patent US10184772, UA99687, UA103318, UA104879, UA112254, UA121314, by MICROTECH
• internal and depth measurings according DIN862)
• Resolution 1 or 5 micron
• 
• External FORCE control module 8N with indication
• INTELLIGENT computerized indication system MICS  with colour touchscreen display adapted to Industry 4.0
• Functions: Go/NoGo, Max/Min, Memory, Statistic, Timer, Formula, mm/inch, Preset, Calibration date, Lock, Math-

ematical & Temperature error compensation, Switch off, Brighness, Rotation, Rechargeable Li-Pol battery
• Wireless data transfer to Windows, Android, iOS applications with distance up to 50 m
• FREE version of software for Windows PC, Android, iOS tablets and smartphones
• 
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Item No Range Range Accuracy External 
Force Protection Indication Data output Calibration

mm inch mm inch m N Wireless ISO 17025
141077015 0-150 0-6”

0,005 0,0002”

±10 8 IP-54 computerized MICS  
system with 1,54” 

touchscreen

max 50 m +
141077015R 0-150 0-6” ±10 8 IP-54 max 50 m +
141077020 0-200 0-8” ±10 8 IP-54 max 50 m +
141077030 0-300 0-12” ±15 8 IP-54 max 50 m +

MICRON COMPUTERIZED FORCE CALIPER  WIRELESS

Item No Range Range Accuracy External 
Force Protection Carbide 

tips Indication Data output Calibration

mm inch mm inch m N ext+int Wireless ISO 17025
141077015C 0-150 0-6”

0,005 0,0002
±10 8 IP-54 + computerized MICS  

system with 1,54” 
touchscreen

+ +
141077020C 0-200 0-8” ±10 8 IP-54 + + +
141077030C 0-300 0-12” ±15 8 IP-54 + + +

Item No Range Range Accuracy External 
Force Protection Indication Data output Calibration

mm inch mm inch m N Wireless ISO 17025
141097015 0-150 0-6”

0,001 0,0001”
±5 8 IP-54 computerized MICS  

system with 1,54” 
touchscreen

max 50 m +
141097020 0-200 0-8” ±8 8 IP-54 max 50 m +
141097030 0-300 0-12” ±12 8 IP-54 max 50 m +

PRECISION COMPUTERIZED FORCE CALIPER  WIRELESS

Item No Range Range Accuracy External 
Force Protection Indication Data output Calibration

mm inch mm inch m N Wireless ISO 17025
141077015L 0-150 0-6”

0,005 0,0002”
±20 1 IP-54 computerized MICS  

system with 1,54” 
touchscreen

max 50 m +
141077020L 0-200 0-8” ±25 1 IP-54 max 50 m +
141077030L 0-300 0-12” ±30 1 IP-54 max 50 m +

LOW-FORCE COMPUTERIZED CALIPER  WIRELESS

CARBIDE COMPUTERIZED FORCE CALIPER  WIRELESS

DIMENSIONAL DRAWING

Range DIMENSIONS
A B C D E G

mm mm mm mm mm mm mm
0-150 235 40 10 16 16 4x1,4
0-200 290 50 10 18 16 4x1,4
0-300 395 60 11 21 16 4x1,4


