Groove Measuring Gauge ON-OD ©N-9P
FOR THE SAFE AND FAST SERIES MEASURING OF GROOVES

Centring diameter of the measuring sleeve OD in the range 20 to 100 mm.
A split probe of the series ON/ONM is integrated in a measuring sleeve

OD and ensures an automatical alignment and centring of the measuring axis.
Measuring without tipping of the gauge. Design individually for a specific
measuring task; without dial gauge.

Groove Measuring Gauge ON-OD

Distance Measuring Gauges °' SERIES 198-199

FOR MEASURING BORE DEPTHS, SHOULDERS,

WIDTHS/DISTANCES OF GROOVES AND RECESSES g @ é a é
SERIES OT

meas. depth

[mm]

QT - Standard with 175/325 198 00000/198 00002
6 mm ball insert M 2,5 and

measuring bridge 80 mm, in case
OT 4 - complete set with handle, measuring 175/300 199 00000/199 00001
sleeve and probe finger, in case

OT Depth Measuring Gauge
OT 4 (top) and
OT - standard (bottom)

CITO 3P Precisison Measuring Gauge ' SERIES 121
@D
FOR MEASURING INTERNAL DIAMETERS @ S
e PRY
Delivery ClI:

holder, measuring pins tungsten carbide, w/o dial gauge
Measuring w/o tipping , no need to search for reversal point
on indicator.

CITO 3P

application range

[mm]
12 - 20 121 00005
20 - 35 121 00000
35 - 55 121 00001
50 - 80 121 00002 CITo 3P
80 - 120 121 00003

120 - 170 121 00004




